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Existing Conditions



Section



Study implications of raising pool 
to top of terrace #1

1. Displacement in flood plain
2. Slope of bank edge
3. Erosion

Terrace #1

Study implications of raising pool 
to top of terrace #2 and extending 
area of deck around pool

Terrace #2



The face of bulkhead is outside 
face of new retaining wall

Face of bulkhead



Start of new 
sloped bank



Manage transition 
from raised bank to 
existing beach

Beach remains



Option 1: Site



Slide locations 
set on south end 
of pool to blend 
into hillside

Proposed 
slide location



Option 2



Option 3



Indoor Pool Elevation



For Indoor Pool
1. Pool Surface
2. Deck Surface
3. Deck drain discharge storm vs sewer water
4. Insulation below slab for indoor pools
5. Pool Heater
6. Capability to run high school meet with swimming & diving
7. Team Benches
8. Spectator Seating

For Building
1. Insulated Foundations
2. Heated & Ventilated
3. Sprinkler System; Life Safety Systems
4. Direct discharge locks to pool deck
5. Supporting Rooms

• Lobby
• MPR/CR
• Weight & Fitness
• Pool Office
• Storage

Adaptations Required to Enclose Outdoor Pool





Counsilman Hunsaker Misleading Cost Estimate

Enclosure $ 1,300,000
HVAC (40 psf) $ 400,000

$ 1,700,000
GC OH&P 20%

$ 2,040,000

ADD to this cost

List of Costs to Make Outdoor Pool Indoors

Deck Drains
Pool Heater
Pool Finish Optional
Locker Rooms
Bleachers
Seating Area (teams & spectators)
Cost of Public Construction

Foundations
HVAC
Electrical & Lights
Plumbing
Sprinklers
Deck Finish
Deck Insulation

9,600 sf building per report*
does not include lobby, lockers, 
restrooms, filter room or other 
necessary spaces.



Option 1: Pool



Pool Features




